
    Maximum visibility of the product layout 

    Cubic design as the main trend in the design of the 
trading areas

    Energy-saving technologies

Range of the floor 
showcases 
GC95 (Palm 2)

®

color solution
gray&steel



TECHNICAL PARAMETERS

Model Length with the 
sidewalls,  mm

Length without 
sidewalls, mm

Horizontal area of the 
exposition, m2

Net volume, 
m3

Operating 
temperature, оС

0,94 1020 940 0,6 0,09 0…+7 / +2…+6 /                
-5…+51,2 1180 1100 0,7 0,11

1,5 1480 1400 0,9 0,13
1,8 1780 1700 1,09 0,16
2,0 1955 1875 1,2 0,18
0,94 1020 940 0,56 0,08 up to -18
1,2 1180 1100 0,66 0,1
1,5 1480 1400 0,84 0,13
1,8 1780 1700 1,03 0,15
2,0 1955 1875 1,14 0,17
External angle 90° (dynamic) 1550   0,7 0,11 0…+7
Interior angle 90° (dynamic) 1860   0,7 0,11 
0.94 (dynamic) 1020 940 0,71 0,11 0…+7 / +2…+6 / 

-5…+51.2 (dynamic) 1180 1100 0,84 0,13
1.5 (dynamic) 1480 1400 1,06 0,16
1.8 (dynamic) 1780 1700 1,29 0,19
2.0 (dynamic) 1955 1875 1,43 0,21
0,94/1,2/1,5/1,8/2,0 neutral 1020/1180/1480/

1780/1955
940/1100/1400/

1700/1875
0,71/0,84/ 1,06/

1,29/ 1,43
 -  -

Neutral counter P-1 900  -  -  -  -
Corner counter U-1 (external),
U-2 (internal)

 1405  -  -  -  -

         FRONT PANEL

Climate class of equipment: 3
Showcases are designed for indoor use with natural ventilation at temperature
ambient air from +12°C to +25°C,  relative humidity not more than 60%.

OPTIONS:
- display shelf divider
- front lighting
- intermediate shelf lighting
- lighting of the front area
- INOX,  Combilux design
- wooden shelf for bread,  cheese and delicacies
- shelf for weights
- 2 stage tray for display of goods
- mesh baskets for low-temperature showcases

RAL9003           RAL9006           RAL9005         RAL1015   

Combilux Edition

STATIC     VENTILATED (DYNAMIC)  NEUTRAL    LOW-TEMPERATURE

STATIC OPEN    NEUTRAL COUNTER   COLOR SOLUTIONS

RAL1023              RAL6029          RAL3020         RAL5017    

The manufacturer reserves the right to make changes to the design and equipment without prior notice


